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SUMMARY

On the base of combined finite element - difference method, we carried out computer
modeling of the gas recovery increasing process between producing wells in anisotropic low
permeable gas reservoirs. The modeling results show that the growth of reservoir’s gas
recovery between production wells and, accordingly, the increase of gas production
significantly depends on their location, both in the shear-isotropic, so in the shear-anisotropic
gas-bearing weakly permeable reservoirs. Based on the obtained results, for the effective
using of the weakly permeable anisotropic gas-bearing reservoirs, it is necessary to install
production wells along the main axes of anisotropy of the reservoir, because it improves the
direct exchange between wells and filtration flows. We have defined, at the installation
systems of production wells in the weakly permeable anisotropic reservoirs, gas production
will be most effective when the strip of wells has freer access to the direction of increased
permeability of the gas phase. We also have shown that with the cross-shaped arrangement of
the production wells relatively the main axes of anisotropy, the gas exchange between the
production wells is the largest for all cases of the anisotropy, so such installation of
production wells will be the optimal.
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Introduction

In our days, there are some problems of growth efficiency of the low permeable anisotropic gas
reservoirs exploitation (Yaskin et. al., 2018). These problems mainly connected with increasing of the
reservoir’s gas recovery and achievements of economically effective ways of the low permeable
anisotropic gas reservoirs exploitation. In this situation, computer methods of the anisotropic gas
reservoirs modeling are very useful, because they allow to get and analyze information in vicinity of
the gas production wells, which is necessary for the reservoir’s gas recovery increasing and effective
supporting of the gas raw production. In addition, they give some possibilities to detect and evaluate
of specific filtration events and uncertainties, which can appear due to limited geologic information
outside the acting wells. All this information we can obtain by comparatively cheap way and use for
effective installation of systems of gas production wells in the low permeable anisotropic reservoirs.
In our time, there are many computer methods, which allow resolving of different practical gas
production modeling problems (Chen et. al., 2006). Another hand, at that time there are remaining
some problems, which connected with accuracy and adequacy of anisotropic heterogeneous gas
reservoirs modeling in real conditions of low permeable gas reservoirs exploitation. Especially
important is a problem of the low permeable anisotropic reservoir’s gas recovery increasing with the
purpose of effective gas production supporting. Presented in this work, combined finite element-
differences method for resolving the nonstationary anisotropic piezoconductivity Lebenson problem,
with calculation of the heterogeneous filtration parameters in the gas reservoirs and gas penetration
conditions on its boundaries, has a good convergence and steadiness of the problem resolving.
Therefore, it allows adequately calculate gas reservoir pressure distribution in real conditions of the
gas production process in anisotropic low permeable reservoirs with the purpose of the gas recovery
increasing and has some advantages in comparison with the same methods.

Mathematical formulation and solving problem

We will consider the productive gas reservoirs in which we can neglect by presence of liquid
reservoirs phase. We also suggest that average thickness of the productive gas reservoir considerably
smaller than its horizontal sizes. At that case, we can use the ordinary formulation of the plane
nonstationary anisotropic piezoconductivity Lebenson problem in rectangular axes (X, Y) such as
(Lubkov, 2019):
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Here (1) — nonstationary anisotropic piezoconductivity Lebenson equation; (2) — initial condition; (3)
— conditions of gas infiltration in the reservoir’s borders; P(x,y,#) — pressure, as function of
coordinates and time; ¢ =nm » / B, - coefficient of Lebenson piezoresistivity; kxx ,Kyy ,kxy - anisotropic

coefficients of gas permeability; # — gas dynamic viscosity; m, — porosity of the gas reservoir; Py —
initial pressure of the gas reservoir; P, — gas pressure in the borders of investigating area; k» — gas
boundary permeability; a - coefficient of the gas infiltration in the borders of reservoir; y - power gas

well production parameter. For resolving nonstationary anisotropic piezoconductivity Lebenson
problem, we use variation finite element method, which leads to the solving of variation Lebenson
piezoconductivity equation:
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Here I(P) — functional of anisotropic piezoconductivity Lebenson problem (1) — (3), which after

substitution P = P> can be presented as functional of usual anisotropic piezoconductivity problem
(Lubkov, 2019):
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here S — the square of investigating area; L. — contour, which surrounds the square S, dl — element of
the contour.

For resolving variation equation (4) we use eight-nodal isoparametric quadrangular finite element
(Lubkov, 2019). As global coordinate system, where we unit all finite elements of investigating area
S, rectangular system (X, Y) is using. As local coordinate system, where in limits of every finite
element we define approximation functions ¢; and make numerical integration, normalizing
coordinate system (&, 1) is used.

After resolving the variation equation (4) (Lubkov, 2019), we can determine reservoir gas pressure
and all interesting parameters in any points of investigating reservoir’s area in any times.

Modeling of the reservoir’s gas recovery increasing

In modeling, we consider filtration processes with the purpose of the reservoir’s gas recovery
increasing between producing wells in anisotropic low permeable reservoirs. Let’s suggest that power
of production wells is 2484 m? over day at the initial reservoir pressure 10 MPa. Let us suggest that
area of considering gas reservoir is 900x900 m?. We choose some characteristic parameters of the gas

reservoir: # = 0,18:10* Pa's; m, = 0,15; P, =10MPa, at that coefficient of gas piezoresistivity
c¢=0,27-10"" (Basniev, et. al, 2003). We suggest that gas penetrating processes in the boundaries
of the gas reservoir is very weak o =10""?m

We have presented obtained results of the reservoir’s gas recovery increasing processes modeling in
the figures 1 — 4, there are pressure distributions between wells at the setting production power and
the different reservoir’s permeable parameters over 250 days of the continuing gas production:
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Figure 1 Distribution of pressure between 12 production wells (3 strips with 4 wells, which placed
parallelly axe 0-X over the distances of 200 m) in the shifting-isotropic (ks # 0) and isotropic cases of
permeability gas distribution: a - ko= 0, 0012D, ky,,= 0, 0012D, k., = 0, 0012D;

b-kw=0,0012D, ky,= 0, 0012D, kyy,= 0. (1D (Darsi) = 10"° m?)
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Figure 2 Distribution of pressure between 12 production wells at their installation as in the figure 1:

a-ko=0, 012D, ky=0, 0012D, kyy=0; b - ke = 0, 0012D,
k=0, 012D, k=0
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Figure 3 Distribution of pressure near strip of the 4 production wells ( which installed parallelly axe
0-X over distances of 200 m) at the extremely weakly permeable isotropic and shift-isotropic
reservoirs: a - kv = 0, 00012D, ky, = 0, 00012D, kyy = 0; b - ke = 0, 00012D, kyy, = 0, 00012D, k., = 0,
00012D

Conclusions

The developed finite-element-difference method for solving the non-stationary anisotropic Lebenson
problem of piezoconductivity in the gas-bearing reservoirs allows us adequately describe the process
of gas releasing in the weakly permeable anisotropic reservoirs in the quantitative level for different
configurations of the location of production wells in the real practical conditions. The simulation
results show that the growth of reservoir’s gas recovery between production wells and, accordingly,
the increasing of gas production significantly depend on their location, both in the shear-isotropic, so
in the shear-anisotropic gas-bearing weakly permeable reservoirs. Based on the obtained results, for
the effective using of the weakly permeable anisotropic gas-bearing reservoirs, it is necessary to
install production wells along the main axes of anisotropy of the reservoir, because it improves the
direct exchange between wells and filtration flows. We have defined, at the installation systems of
production wells in the weakly permeable anisotropic reservoirs, gas production will be most effective
when the strip of wells has freer access to the direction of increased permeability of the gas phase. We
also have defined that in moderately weakly permeable reservoirs, the presence of the shear isotropy
slows down the process of gas releasing. Another hand, in the extremely weakly permeable reservoirs,
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shear isotropy does not block gas flow, but on the contrary, is an additional source of gas phase flow
and so contributes to the increasing of gas exchange between production wells. We have shown that
with the cross-shaped arrangement of the production wells relatively the main axes of anisotropy, the
gas exchange between the production wells is the largest for all cases of the anisotropy, so such
installation of production wells will be the optimal.
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Figure 4 Distribution of pressure near 8 production wells cruciformly symmetrically installed
parallelly the main anisotropy axes 0-X and 0-Y over the distances of 200 m, which are in the
extremely weakly permeable anisotropic and shift-anisotropic reservoirs: a - ko = 0, 0012D, k,, = 0,
00012D, ke, = 0; b - ke = 0, 0012D, ky, = 0, 00012D, kv, = 0; ¢ - ke = 0, 0012D, ky, = 0, 00012D, ky, =
0,00012D; d - k.= 0, 00012D, k,,= 0, 0012D, k., = 0,00012D
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