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SUMMARY 

The National Preserve "Sophia of Kyiv" unites a number of landmarks of Ukraine, built in difficult 
geotechnical conditions and exposed to the influence of natural and man-made factors. To preserve 
them, the Preserve has introduced complex scientific and technical monitoring based on non-
destructive research methods, a systems approach and long-term observation. Monitoring activities 
include geodetic, geotechnical, hydrogeological, ecological and structural research and analysis 
methods that allow assessing the condition of monuments, predicting deformations and preventing 
destruction. The research results are used to develop effective protection measures. The use of 
high-precision geodetic methods and structural monitoring has proven to be particularly effective, 
allowing us to determine the dynamics of changes and adapt conservation strategies in accordance 
with international standards for the protection of cultural heritage. 
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Introduction 
The National Reserve "Sophia of Kyiv" includes famous architectural landmarks of Kyiv - St. Sophia 
Cathedral of the 11th century with an ensemble of nearby buildings of the 18th century, the Golden Gate 
of the 11th century, St. Cyril's Church of the 12th century, St. Andrew's Church of the 18th century and the 
Sudak Fortress of the 13th-16th centuries, which is located in the temporarily occupied territory in Crimea 
(Kukovalska, 2009). All the landmarks were built at different times in difficult soil conditions - on 
subsidence soils or on sloping areas exposed to natural and man-made factors, such as rising groundwater 
levels, uneven deformations, suffusion and erosion processes, changes in microclimate, vibration, etc. 
In accordance with the statutory activities, the main task of the reserve is to study, preserve and protect 
monuments and the protected area. This requires monitoring their condition, long-term forecasting of the 
development of dangerous situations, and the development of effective protective measures. Separate 
geotechnical studies have been carried out by the reserve since the 1960s. Later, new geotechnical methods 
were increasingly used in the study of architectural monuments. The results of integrating these 
technologies into the research and restoration processes of the reserve's monuments made it possible to 
collect and systematize not only technical information, but also to determine the directions and basic 
principles of monitoring. They formed the basis of the comprehensive scientific and technical monitoring 
of the reserve, which is advanced among museum institutions in European countries. 
Method and Theory 
The basis for comprehensive monitoring of architectural monuments is based on the following principles: 
- Priority use of non-destructive research methods 
- Systems approach - consideration of all possible factors affecting the preservation of the object. 
- Complexity of research - use of geodetic, geotechnical, hydrogeological, geophysical and other methods 
of analysis. 
- Duration and continuity of observation - monitoring should be carried out over a long (preferably the 
entire life) cycle of the monument. 
- Forecasting - development of models of deformation and destruction development for the development of 
protective measures. 
Based on the analysis, methods of complex monitoring were selected that are directly and practically aimed 
at the physical preservation of architectural monuments of the national heritage monuments. 
1. Engineering and geodetic methods: a) high-precision leveling - monitoring of subsidence, tilt and 
deformation of monument structures; b) use of satellite (GNSS) measurements - assistance in determining 
horizontal and vertical displacements; c) laser scanning and photogrammetry - obtaining three-dimensional 
models of buildings for a comprehensive analysis of their deformed state. 
2. Geotechnical and geophysical methods: a) deformation markers - monitoring the formation of cracks and 
changes in the width of their opening using special monitoring stations; b) periodic seismic studies - 
conducting measurements using seismic stations both on monuments and in adjacent territories. 
3. Engineering and geological methods: a) drilling and laboratory analysis of soils - determination of their 
physical and mechanical properties; b) ground penetrating radar studies - identification of underground 
voids, communications and soil anomalies. 
4. Hydrogeological methods: a) monitoring the level, temperature and chemical composition of 
groundwater - assessment of their aggressive impact on the foundations of structures; b) piezometric 
observations - study of aquifers; c) hydrodynamic modeling - forecasting the impact of groundwater on the 
territory and structures. 
5. Environmental monitoring: a) control of atmospheric and microclimatic parameters using meteorological 
and microclimatic equipment both inside and outside the monuments (temperature, humidity of air and 
structures, lighting level, noise, air quality and speed); b) analysis of biological activity – study of the 
microbiological state to protect the monumental painting of Sophia from biological damage 
6. Structural monitoring of buildings: a) scheduled inspections of monuments with documentation of their 
technical condition (description, photography, diagrams, cartograms); b) thermal imaging inspection to 
identify hidden defects, cracks and damp structures in hard-to-reach places. 
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7. Modeling: creation of digital models of buildings and structures to analyze their stress-strain state under 
the influence of natural and man-made factors, in particular explosive loads in wartime. 
8. Information technology and management systems: use of automated sensors and specialized software for 
prompt collection and analysis of complex monitoring data. 
They are recessed deep benchmarks, observation ground and basement marks on buildings, for which 1-2 
measurement cycles are carried out annually. 
Examples 
1. Engineering and geodetic methods and geotechnical methods. Geodetic leveling networks were created 
on the territory of most of the monuments of the reserve in the early 2000s. They are embedded deep 
benchmarks, observation ground marks and wall and basement marks on buildings, according to which 1-
2 measurement cycles are made annually. During the emergency repair and restoration works on St. 
Andrew's Church and the strengthening of the hill in 2009-2011, geodetic observations were carried out 
monthly.  
This made it possible to control uneven deformations of the monument, avoid further opening of cracks in 
the building, and also increase the spatial rigidity of the structure to avoid tilting of the stylobate part. If on 
most monuments of the St. Sophia Cathedral ensemble we observe rather small and uniform deformations 
of buildings up to ±2 mm over 20-30 years, then on St. Cyril's Church and the Bell Tower of St. Sophia 
Cathedral we observe uneven deformations. In the first case, this is due to long-term deformations of 
underground passages filled in the 60s of the 20th century, breakthroughs of old water-bearing 
communications, the stability of the hill on which the church is located under the influence of geotechnical 
processes and vibration loads. In the second case, we believe that the main factor in the occurrence of 
uneven deformations of the Bell Tower is the presence of an unstable groundwater level, the presence of 
perched water and imperfect drainage from the walls of the structure. Also in 2004-2006, observation 
networks were created to monitor the width of the opening of existing cracks. These networks covered the 
St. Sophia Cathedral, the Bell Tower, St. Andrew's and St. Cyril's Churches. Marks in the form of small 
metal buttons with a recess in the middle for the use of a manual comparator were placed on characteristic 
cracks in the walls of the monuments, which made it possible to track the dynamics of development and 
seasonal fluctuations in the opening of cracks. 
2. Engineering-geological and geophysical methods. All monuments of Kyiv are located in the central part 
of the city on the Kiev loess plateau. The thickness of forest soils is 10-12 m. Forest soils, which are very 
strong when dry, lose their structural bonds when soaked and can subside (Krutov, 1982). At the same time, 
buildings on these soils can be subject to uneven (possibly destructive) deformations, so it is very important 
to know the physical-mechanical, deformation and strength characteristics of the soils of the foundation 
base. For this purpose, engineering-geological studies are regularly carried out in the reserve, primarily at 
sites where repair and restoration work is planned.  
3. Hydrogeological methods. To carry out hydrogeological monitoring on the territory of the ensemble of 
St. Sophia Cathedral and St. Andrew's Church, a network of piezometric wells was drilled to monitor the 
groundwater level (GWL). GWL measurements are taken evenly at least once a month (Saprykin et al., 
2022). At the same time, hydrophysical posts have been set up to study the soil moisture content directly 
next to the Cathedral and the Bell Tower. The posts include wells of different depths (1, 2, 3, 4 and 10 m), 
into which automatic soil moisture sensors were lowered. 
Data from the sensors is sent to the loggers 4 times a day. The temperature of the groundwater and 
periodically the chemical composition are measured in all wells. Although the groundwater levels in the 
territory of the St. Sophia Cathedral ensemble are quite low – at a depth of 15-17 m, there is a risk of a 
rapid rise in the RGS due to the combined influence of natural and man-made factors. This has been 
repeatedly observed over a 25-year observation period. Thus, in 2005-2006, the groundwater level rose by 
2.9 m in a year in the southwestern part of the territory and almost reached the sole of the forest subsidence 
soils. Considering the rapid rate of rise of groundwater in the territory of the ensemble – 5-7 m over the last 
100 years (Koklik, 1909), fluctuations of groundwater are not safe for the monuments of the reserve and 
require constant monitoring and development of engineering methods of protection of the territory in case 
of danger of flooding of loess soils. 
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To predict a dangerous situation in the reserve’s security zone, hydrogeological modeling was carried out 
on a fairly large territory – about 64 hectares. The initial conditions for the model were taken from the data 
of observations of the groundwater level in the reserve’s regime and exploratory wells and archival data of 
engineering and geological surveys of almost 100 wells in the adjacent territory. External boundary 
conditions are set to I (H=const) or II (Q=const) kind. In accordance with the adopted schematization, a 
series of inverse problems (22 pcs.) of stationary filtration for a single-layer formation on a horizontal 
aquiclude was solved. The MODEFLOW5 program developed by the US Geological Survey was used for 
the solution (Rybin et al., 2017). Modeling made it possible to determine the boundaries of the 
hydrogeological protection zone of the reserve, approved by regulations Fig. 1. (Ministry of Culture, Youth 
and Sports of Ukraine, 2020). 

 
Figure 1 Scheme of the hydrogeological protection zone of the National Conservation Area “St. 
Sophia of Kyiv”. 

4. Also, ground penetrating radar and other studies are conducted in the reserve to detect underground 
cavities and passages. In the last 20 years alone, about 10 sinkholes have been observed on the territory of 
the St. Sophia Cathedral ensemble, most of them between the Cathedral, the Bursa and the Brotherhood 
Building. There were sinkholes up to 5-6 m deep, when entire lilac bushes went underground. Targeted 
studies of voids began to be carried out on the territory of St. Sophia at the beginning of the 20th century, 
when a group of engineers and architects led by A. Ertel manually explored passages up to 20 m long 
(Kukovalska et al., 2018). With the development of geotechnical research methods, it became possible to 
study the soil base in more detail and at a lower cost using non-destructive methods. Some of the latest 
studies were conducted by the NPK Kurs to study the voids near the Bursa and the Refectory of St. Sophia 
Cathedral company). As a result of the research using the DS2000 ground penetrating radar manufactured 
by Leica-Geosystems AG (Switzerland) with two antennas with frequencies of 250 MHz and 700 MHz, a 
network of disconnected underground passages was discovered, most reminiscent of separate cellars for 
storing food and wine in the 17th century. Some of the passages may not have been explored, as they are 
located at a considerable depth. 
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5. Environmental monitoring. Considering that the reserve is located in the center of the capital, surrounded 
by dense urban development and active transport traffic, the monuments of the reserve require careful 
microclimate control. Perhaps due to the outdated heating system and the lack of air conditioning, the air 
humidity indicators in the cathedral may differ significantly from the standard values recorded by the 
automated microclimate system. About 10 years ago, restorers discovered darkened point spots in the lower 
part of the walls of the cathedral, sometimes on the painting. Microbiological examination revealed that 
these spots are a cluster of a rare type of fungi and bacteria that are very difficult to treat and change color 
to a more aggressive one when attempts are made to remove them. Microbiological studies are ongoing at 
the level of studying the DNA and RNA of these harmful formations. 
6. Structural monitoring. It is carried out on the basis of constant observation and scheduled inspections. 
Photographic recording of defects, crack cartograms, comparison and analysis of technical indicators of 
structures are carried out, and decisions are made for further operation and, if necessary, repair, restoration 
and conservation work. 
7. To calculate and analyze the stress-strain state of buildings and analyze the impact of all possible adverse 
factors on the structures, digital calculation models of the Cathedral and the Bell Tower were developed. 
Such models make it possible to foresee and develop a set of measures to protect monuments. 
8. Information technology. In 2019, a project for an automated monitoring system was developed for the 
monuments of the St. Sophia Cathedral ensemble to control and quickly respond to all hazardous situations 
that may damage the national heritage monuments. 
Conclusions 
Comprehensive monitoring of monuments built in complex engineering-geological and hydrogeological 
conditions requires the use of traditional and new methods, as well as continuous analysis and forecasting 
of changes. Modern technologies and a systematic approach allow us to minimize risks and increase the 
reliability of architectural structures in unfavorable geological zones. The main influence on the operational 
reliability of structures is exerted by natural and man-made processes in the soil base. Over the past decades, 
man-made loads on the geological environment have reached significant proportions, which entails 
irreversible changes in the main components of the surrounding natural environment. At the same time, it 
is undergoing changes due to global climate change. In such conditions, the need to maintain the operational 
reliability of architectural and historical objects becomes even more urgent. 
References 
Koklik, S.G. (1909). Underground waters of Kyiv. Materials on the issue of artesian water supply of 

Kyiv. Kyiv. Boguslavsky's publishing house. [in Ukrainian]. 
Krutov, V.I. (1982). Bases and foundations on subsiding soils. Budivelʹnyk. [in Ukrainian]. 
Kukovalska, N., (Ed.). (2009). National reserve “St. Sophia of Kyiv”. Druk. [in Ukrainian]. 
Kukovalska, N.M., Kornienko, V.V., Molochkova, N.M., Nishchuk, L.O., Kovalska, O.E., Trofymchuk, 

S.M., Usyk, A.S. (2018). Georadar studies of the estate of the National Conservation Area “St. 
Sophia of Kyiv” in 2017. In Problems of preservation and use of historical underground complexes 
in the conditions of negative technogenic impacts (pp. 45-58). Phoenix. [in Ukrainian]. 

Order of the Ministry of Culture, Youth and Sports of Ukraine No. 412 On Approval of the Boundaries 
and Regimes of Use of the Buffer Zone of the UNESCO World Heritage Site “Kyiv: St. Sophia 
Cathedral and Adjacent Monastery Buildings, Kyiv-Pechersk Lavra” (2020, January 31). 
https://mcsc.gov.ua/wp-content/uploads/2024/03/nakaz-412_buferna-zona-yunesko.pdf. [in 
Ukrainian]. 

Rybin, V. F., Kutsyba, V. A., Skalsky, A. S., & Molochkova, N. N. (2017). Hydrogeological protection 
zone of the architectural ensemble of St. Sophia Cathedral. Sofia Journal, 1, 503-510. [in 
Ukrainian]. 

Saprykin, V. Yu., Rudenko, Y. F., Molochkova, N. M., & Nishchuk, L. O. (2022). Hydrogeological 
monitoring of the territory of the ensemble of buildings of St. Sophia Cathedral and the Museum 
“St. Andrew's Church”. In Collection of articles based on the materials of the XI International 
Scientific and Practical Conference “Sophia Readings” (dedicated to the 1010th anniversary of St. 
Sophia Cathedral) (pp. 444-452). [in Ukrainian]. 



<<

  /ASCII85EncodePages false

  /AllowTransparency false

  /AutoPositionEPSFiles true

  /AutoRotatePages /None

  /Binding /Left

  /CalGrayProfile (Dot Gain 20%)

  /CalRGBProfile (sRGB IEC61966-2.1)

  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)

  /sRGBProfile (sRGB IEC61966-2.1)

  /CannotEmbedFontPolicy /Error

  /CompatibilityLevel 1.4

  /CompressObjects /Tags

  /CompressPages true

  /ConvertImagesToIndexed true

  /PassThroughJPEGImages true

  /CreateJobTicket false

  /DefaultRenderingIntent /Default

  /DetectBlends true

  /DetectCurves 0.0000

  /ColorConversionStrategy /CMYK

  /DoThumbnails false

  /EmbedAllFonts true

  /EmbedOpenType false

  /ParseICCProfilesInComments true

  /EmbedJobOptions true

  /DSCReportingLevel 0

  /EmitDSCWarnings false

  /EndPage -1

  /ImageMemory 1048576

  /LockDistillerParams false

  /MaxSubsetPct 100

  /Optimize true

  /OPM 1

  /ParseDSCComments true

  /ParseDSCCommentsForDocInfo true

  /PreserveCopyPage true

  /PreserveDICMYKValues true

  /PreserveEPSInfo true

  /PreserveFlatness true

  /PreserveHalftoneInfo false

  /PreserveOPIComments true

  /PreserveOverprintSettings true

  /StartPage 1

  /SubsetFonts true

  /TransferFunctionInfo /Apply

  /UCRandBGInfo /Preserve

  /UsePrologue false

  /ColorSettingsFile ()

  /AlwaysEmbed [ true

  ]

  /NeverEmbed [ true

  ]

  /AntiAliasColorImages false

  /CropColorImages true

  /ColorImageMinResolution 300

  /ColorImageMinResolutionPolicy /OK

  /DownsampleColorImages true

  /ColorImageDownsampleType /Bicubic

  /ColorImageResolution 300

  /ColorImageDepth -1

  /ColorImageMinDownsampleDepth 1

  /ColorImageDownsampleThreshold 1.50000

  /EncodeColorImages true

  /ColorImageFilter /DCTEncode

  /AutoFilterColorImages true

  /ColorImageAutoFilterStrategy /JPEG

  /ColorACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /ColorImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000ColorACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000ColorImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasGrayImages false

  /CropGrayImages true

  /GrayImageMinResolution 300

  /GrayImageMinResolutionPolicy /OK

  /DownsampleGrayImages true

  /GrayImageDownsampleType /Bicubic

  /GrayImageResolution 300

  /GrayImageDepth -1

  /GrayImageMinDownsampleDepth 2

  /GrayImageDownsampleThreshold 1.50000

  /EncodeGrayImages true

  /GrayImageFilter /DCTEncode

  /AutoFilterGrayImages true

  /GrayImageAutoFilterStrategy /JPEG

  /GrayACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /GrayImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000GrayACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000GrayImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasMonoImages false

  /CropMonoImages true

  /MonoImageMinResolution 1200

  /MonoImageMinResolutionPolicy /OK

  /DownsampleMonoImages true

  /MonoImageDownsampleType /Bicubic

  /MonoImageResolution 1200

  /MonoImageDepth -1

  /MonoImageDownsampleThreshold 1.50000

  /EncodeMonoImages true

  /MonoImageFilter /CCITTFaxEncode

  /MonoImageDict <<

    /K -1

  >>

  /AllowPSXObjects false

  /CheckCompliance [

    /None

  ]

  /PDFX1aCheck false

  /PDFX3Check false

  /PDFXCompliantPDFOnly false

  /PDFXNoTrimBoxError true

  /PDFXTrimBoxToMediaBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXSetBleedBoxToMediaBox true

  /PDFXBleedBoxToTrimBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXOutputIntentProfile ()

  /PDFXOutputConditionIdentifier ()

  /PDFXOutputCondition ()

  /PDFXRegistryName ()

  /PDFXTrapped /False



  /CreateJDFFile false

  /Description <<



    /BGR <>

    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>

    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>

    /CZE <>

    /DAN <>

    /DEU <>

    /ESP <>

    /ETI <>

    /FRA <>

    /GRE <>



    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)

    /HUN <>

    /ITA <>

    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>

    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>

    /LTH <>

    /LVI <>

    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)

    /NOR <>

    /POL <>

    /PTB <>

    /RUM <>

    /RUS <>

    /SKY <>

    /SLV <>

    /SUO <>

    /SVE <>

    /TUR <>

    /UKR <>

    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)

  >>

  /Namespace [

    (Adobe)

    (Common)

    (1.0)

  ]

  /OtherNamespaces [

    <<

      /AsReaderSpreads false

      /CropImagesToFrames true

      /ErrorControl /WarnAndContinue

      /FlattenerIgnoreSpreadOverrides false

      /IncludeGuidesGrids false

      /IncludeNonPrinting false

      /IncludeSlug false

      /Namespace [

        (Adobe)

        (InDesign)

        (4.0)

      ]

      /OmitPlacedBitmaps false

      /OmitPlacedEPS false

      /OmitPlacedPDF false

      /SimulateOverprint /Legacy

    >>

    <<

      /AddBleedMarks false

      /AddColorBars false

      /AddCropMarks false

      /AddPageInfo false

      /AddRegMarks false

      /ConvertColors /ConvertToCMYK

      /DestinationProfileName ()

      /DestinationProfileSelector /DocumentCMYK

      /Downsample16BitImages true

      /FlattenerPreset <<

        /PresetSelector /MediumResolution

      >>

      /FormElements false

      /GenerateStructure false

      /IncludeBookmarks false

      /IncludeHyperlinks false

      /IncludeInteractive false

      /IncludeLayers false

      /IncludeProfiles false

      /MultimediaHandling /UseObjectSettings

      /Namespace [

        (Adobe)

        (CreativeSuite)

        (2.0)

      ]

      /PDFXOutputIntentProfileSelector /DocumentCMYK

      /PreserveEditing true

      /UntaggedCMYKHandling /LeaveUntagged

      /UntaggedRGBHandling /UseDocumentProfile

      /UseDocumentBleed false

    >>

  ]

>> setdistillerparams

<<

  /HWResolution [2400 2400]

  /PageSize [612.000 792.000]

>> setpagedevice



